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SELinux Permission Setting. 
 

1.  Define the SELinux type 

Add the string in the “/device/manufacturer/device-name/sepolicy/file.te”  

type eGalax_data_file, file_type, data_file_type, mlstrustedobject;        

 

2.  Bind file for eGTouchD Service:  

    Add the string in the “Android/device/manufacturer/device-name/sepolicy/file_contexts”  

/system/bin/eGTouchD u:object_r:eGTouchD_exec:s0       

/data/eGalax(/.*)? u:object_r:eGalax_data_file:s0       

 

3.  Add eGTouchD permission: 

    Add the file “Android/device/manufacturer/device-name/sepolicy/eGTouchD.te 

# File types must be defined for file_contexts. 

   type eGTouchD, domain; 

   type eGTouchD_exec, exec_type, file_type; 

   init_daemon_domain(eGTouchD) 

   ## 

   allow eGTouchD shell_exec:file { open read execute getattr execute_no_trans }; 

   allow eGTouchD eGalax_data_file:dir { open read write add_name remove_name search };  

   allow eGTouchD eGalax_data_file:file { open read write getattr unlink create ioctl };  

   allow eGTouchD eGalax_data_file:fifo_file { open read write getattr create setattr }; 

  allow eGTouchD toolbox_exec:file { open read execute getattr  execute_no_trans };  

  allow eGTouchD proc:file { open read getattr }; 

  allow eGTouchD sysfs:dir { open read }; 

  allow eGTouchD sysfs:file { open read write getattr }; 

  allow eGTouchD sysfs:lnk_file { getattr }; 

  allow eGTouchD rootfs:lnk_file { getattr }; 

  allow eGTouchD device:chr_file { open read write ioctl }; 

  allow eGTouchD uhid_device:chr_file { open read write ioctl }; 

  allow eGTouchD input_device:dir { open read search }; 

  allow eGTouchD input_device:chr_file { getattr setattr }; 

  allow eGTouchD eGTouchD:capability { dac_override fsetid dac_read_search }; 

  allow eGTouchD system_file:file { execute_no_trans }; 

  allow eGTouchD perfprofd:process { signull }; 

  allow eGTouchD eGTouchD:capability { kill }; 
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4.   Add Exceptions permission rules:   

After adding these permissions, errors may occur during compilation. 

This may be due to the conflict between some neverallow rules such as eGTouchD.te 

and domain.te  

You may need to add some exceptions to the rules of:    

AndroidSource/system/sepolicy/domain.te” 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5.  Add EETI Android APK Tool permission: 

 Add the string in the “Android/device/manufacturer/device-name/sepolicy/eGTouchD.te” 

allow untrusted_app eGalax_data_file:fifo_file { open read write };      

allow untrusted_app eGalax_data_file:dir { open read write search };     
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